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Decanter centrifuge selection questionnaire
	Contact person
	

	Company:
	

	E-mail:
	

	Tel./fax:
	


	А. Project data

	Name of plant:
	
	Type of plant:
	

	Location:
	
	Capacity  (m3/day):
	

	B. Existing technology in the plant 

	Type:
	
	Outlet DS concentration (w/w%) :
	

	Purpose:
	
	Power need per m3 inlet flow (kW/m3):
	

	No of Equipment (duty):
	
	Power need per ton DS processed  (kW/t DS):
	

	No of Equipment (stand-by):
	
	Polymere consumption per ton DS processed  (kg PE/t DS):
	

	Flow rate per equipment (m3/hour):
	
	Type of polymere used :
	

	Dry solids load per equipment (kg DS/h):
	
	Extra information:
	

	С. 1) process data (treatment sludge)
	С. 2) Process data (other applications)

	Sludge type:
	
	Media:
	

	рН:
	
	рН:
	

	Volatile fraction in dry solids (%)
	
	Sludge temperature:
	

	Sludge temperature:
	
	Particle size, min/max (mm):
	

	Sludge volume index :
	
	Density, sludge (gr/cm3):
	

	Chemicals used prior to sludge dewatering:
	
	Density, particles (g/cm3):
	

	D. Decanter centrifuge preferences

	Type (2-phase, 3-phase ):
	
	Inlet DS concentration (w/w %):
	

	Purpose (dewatering, thickening, separation)
	
	Outlet DS concentrtaion requested by end user (w/w %):
	

	No of Equipment (Duty):
	
	Max.polymere cons.per t.DS (kg PE/t DS), if specified
	

	No of Equipment (Stand-by):
	
	Type of polymere selected by end user:
	

	Flow rate per equipment (m3/hour):
	
	Power supply (Voltage, Frequency, 3pH):
	

	Dry solids load per equipment (kg DS/h):
	
	Operation hours per day:
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